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Features
· 1/2 to 1/3 the weight of comparable wood assemblies

· Environmentally friendly – No preservatives or chemicals

· Increased Insulation – Fiberglass crossarms have a higher insulation factor than wood

· Harsh Environments – MPS crossarms have been designed to withstand harsh UV, ice, and saltwater environments. 
· Reduced Maintenance – Fiberglass crossarms do not require hardware re-tightening, and are impervious to woodpecker or insect damage.

· Cost Competitive – Fiberglass crossarms are price competitive with wood and in many cases less expensive when other factors are considered such as labor time, size of line crew and material.
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[image: image4.png]Weight | Ultimate | Working | Deflection | Driling | Center | End

Catalog # "“3;‘3:)" (Ibs) | Load Per | LoadPer | At60%of | Pattern | Bracket | Cap

Side (Ibs) | Side (Ibs) | Ultimate Color

PY05SDxo | B 75 | 12500 | 6250 10| UserDefined | V| Gray
PY08SDx |8 55 | 12500 | 6.250 T3 | UserDefined | Y| Gray
PYT0SDx |10 57 [ 10000 | 5000 T5 | Userbefined | Y| Gra
PY 12500 |12 76 5,000 4,000 26| UserDefined | Y | Gra

PZ0BLDxx |8 53 7500 3750 19 [ UserDefined | Y| Black

PZ10LDxx |10 62 6,000 3,000 20" | UserDefined | Y| Black

Notes:

1) Lengths shown are considered standard: for other lengths consult factory
Add™-SM" for cast ron centermount - dual guy attachment rated at 36000+ Ibs,

3)  Add“-2E" for doubled sided eyenuts - 2 locations.
4)  Add "3E" for doubled sided eyenuts - 3 locations.
5)  Add “4E" for doubled sided eyenuts — 4 locations.

6) Add “CE" for center phase linkage and doubled sided eyenuts - 2 locations.

7)  Add 6" for %inch hardware





Material

Base: 
A356 Cast Aluminum or Cast Iron (Hot

Dip Galvanized ASTM A-153)

Hardware: Ductile Iron,Hot-Dip Galvanized ASTM A-153

Tube: 
4” x 6” fiberglass tube with ultraviolet

(UV) protective veil.

Filler: 
Closed Cell, High Density Expandable

Foam
2890 G = PYO8SD122-CE(Includes Hardware) 
MPS Ultimate load per side = 12,500 lbs, 8’X 4”X6”

2890G Ultimate load per side = 9,500 lbs, 8’X 4 ¾” X 5 ¾”
 

2892 A = PY08SD122-CE(Includes Hardware)
MPS Ultimate load per side = 12,500 lbs, 8’ X 4” X 6”

2892 A Ultimate load per side = 12,200 lbs, 8’ X 3 5/8” X 7 ½”
 

HD-DEA-86-EB-REA = PYO8SD122-CE(Includes Hardware)
MPS Ultimate load per side = 12,500 lbs, 8’ X 4” X 6”

Alumaform Ultimate load per side = 9,000 lbs, 8’ X 4 ¼ “ X  5 ½ “
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Pentech Fiberglass Crossarms

Tube Size

X=358x458
Standard Tangent
Y=4x6
Heavy Deadend
Heavy Tangent
Z=4x6 (thin walled)
Light Deadend

Options

-SM = Cast Iron Deadend Centermount,
Steel Fabricated for Tangents
3/4" deadend hardware

-CE = Center phase attachment and
double sided hardware (2

locations)
Length (feet)
05=5 feet Drill Pattern
gi z g ;23 003 = REA type 03 (8 foot)

s 004 = REA type 04 (8 foot)
10=10 feet ;

z 005 = REA type 05 (10 fool)
12= 12 feet
e xoox = Three digit number to designate
User Defined Patlerns

Pole Mounting Options

With Centermount:
SD = Heavy Deadned Centermount
LD = Light Deadend Centermount
ST = Tangent Centermount
Without Centermount (tangent only):
REA = used with REA drill pattermn
UT = user defined dril pattems





